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SYSTEM CERTIFICATES
@} ISO 9001:

N\ Quality management system

@ ISO 14001 c €

N\ Standard for environmental management system

@} OHSAS 18001

N\ International standard for occupational health

and safety assessment system

Specifications are subject to change without further notification e www.regitecsolar.com XX info@regitecsolar.com POWERING THE FUTURE




RMHG60-340~355AB1

E REGITEC 166mm 120Cells ALL BLACK PV Module
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All Dimensions in mm
The above drawing is a graphical representation of the product.
For engineering quality drawings please contact REGITEC.

Electrical Characteristics (STC/NOC

Module Type RMH60-340AB1 RMH60-345AB1 RMH60-350AB1 RMH60-355AB 1
STC NOCT STC NOCT STC NOCT STC NOCT

Maximum Power- Pmax(W) 340 251 345 255 350 259 355 263
Open Circuit Voltage - Voc(V) 40.1 37.4 40.3 37.6 40.5 37.8 40.7 38.0
Short- Circuit Current - Isc(A) 10.83 8.68 10.92 8.77 11.01 8.86 11.10 8.95
Voltage at Pmax -Vmp(V) 329 30.3 33.1 30.5 33.3 30.7 33.5 30.9
Current at Pmax - Imp(A) 10.34 8.29 10.43 8.36 10.52 8.43 10.6 8.5
Module Efficiency -nm(%) 18.35 / 18.62 / 18.89 / 19.16 /
Power Tolerance(W) (0, +4.99W)

Maximum System Voltage(V) 1000/1500Vdc (IEC / UL)

Maximum Series Fuse Rating (A) 25A

STC : Irradiance 1000W/m 2, Cell Temperature 25C , Air Mass 1.5 NOCT : Irradiance 800W/m?, Ambient Temperature 20 C , Air Mass 1.5, Wind Speed 1m/s

Mechanical Specifications

External Dimensions 1763X1038X35mm
Weight 19.5kg
Solar Cells Mono crystalline 166x83mm (2x60pcs)
Front Glass AR Coated 3.2 mm tempered glass
Frame Anodized aluminum alloy
Junction Box P68
Output Cables 4.0mmz, 500mm (+) , 500mm (-), length can be customized
Connector MC4 Compatible
Mechanical Load Front Side Max. 5400Pa, Rear Side Max. 2400Pa

1763X1038X35mm Pmax Temperature Coefficient -0.350%/ C
Container 20'GP 40'HQ Voc Temperature Coefficient -0.270%/ C
Pieces per Pallet 30 32 Isc Temperature Coefficient +0.048%/ C
Pallets per Container 6 26 Operating Temperature -40~+85C
Pieces per Container 180 832 Nominal Operating Cell Temperature(NOCT) 45+2C
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