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TUV R h ei n Ia n d ® Construction Products Regulation
Precisely Right. W
e Stranded tinned copper (IEC 60228 Class 5) = REGITEC
SOLAR CABLE
o Halogen free low smoke crosslinked polyolefin . ®
outer insulation. Color: Black/Red/Blue > >
e Halogen free low smoke crosslinked polyolefin ce &

www.regitecsolar.com

inner insulation. Color: White

e Acid and alkaline resistant according EN60811-404
e UV resistant according EN 50289-4-17
e Ozone resistant according EN60811-403/EN50396-8.1.3

e 225 years life span
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Technical parameters

Solar cable: Amm?~35mm?

Model 4mm? 6mm? 10mm? 16mm? 25mm? 35mm?
Specifications
Outer diameter (mm) 5.7+0.2 6.3+0.2 7.8+0.2 9.3+0.3 11£0.3 12.5+0.3
Inner diameter (mm) 4.0£0.15 4.6+0.15 5.8+0.15 7.3+0.15 8.60.2 10.1£0.2
ﬁ%’l”é"{&ﬁi?ance of conductor <5.09 <3.39 <1.95 <124 <0.795 <0.565
1 20°C (MoK = 560 = 500 =420 =0 = -
215;(;320(",\/'%7"(1‘13)“06 >0.58 20.50 20.42 20.34 20.34 20.29
Voltage test of finished cable AC 6.5KV 5min, no break
DC Voltage test of insulation 1800V, 240H(85°C3%NACL), no break
Tensile strength of insulation 28.0MPA
Elongation of insulation 2125%
Tensile strength of sheath 28.0MPA
Elongation of sheath 2125%
Shrinkage resistant <2%
Acid and alkali resistant EN60811-404
Ozone resistant EN60811-403/EN50396-8.1.3
UV resistant EN 50289-4-17
Dynamic penetrate force EN 50618-ANNEX D
\(/_\Qggg%grt‘)low temperature EN 60811-504
:E%eg;t?érlgw temperature EN 60811-506
Fire performance IEC60332-1-2
Cland Br Content EN 50618
Thermal endurance Test EN60216-1, EN60216-2, T1120
Aplications
Rating voltage EN 1500V DC
Working temperature -40~90°C
Maximum conductor temperature 120°C
Short circuit temperature 250°C 58
Bending radius > 4XD
Life period > 25 years
Current Rating Ambient Temperature:60°C
Free in air (A) 55 70 98 132 176 218
::Zttiiadﬁon f&?gge‘(’z;"e on @ 52 67 93 125 167 207
Two loaded
cables touching 44 57 79 107 142 176
on a surface (A)

* Specifications are subject to change without further notification

** Other cross section and construction on request.
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